Code Types and Decode Rules

Bar code descriptions marked with an asterisk ( * ) define a feature that is a
factory default. Bar codes marked with a tilde ( ~ ) require the Multi-Code
configuration method.
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* Enable Code 128

Disable Code 128

Enable UCC/EAN-128 ‘]C1’ Code Formatting —
For Coupon Code 128, see page 3-3.

* Disable UCC/EAN-128 ‘]C1’ Code Formatting

Ignore <FNC4> Code 128 Characters

* Use <FNC4> to Determine Extended ASCII
Characters

* Enable Code 39

Disable Code 39

Enable MOD 43 Check Digit on Code 39 — The
scanner only scans Code 39 bar codes that have
a valid Modulo 43 check digit.

* Disable MOD 43 Check Digit on Code 39

Enable Full ASCII Code 39

* Disable Full ASCII Code 39
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Enable Code ID’s with Supplements
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I"III Enable ISBN Check Digit Transmission — Not
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Transmit Lead Zero on UPC-E — This option will
transmit a zero before each UPC-E bar code.

Do Not Transmit Lead Zero on UPC-E

Convert EAN-8 to EAN-13 — The scanner will
transmit five zeros before the bar code to convert
EAN-8 to EAN-13.

Do Not Convert EAN-8 to EAN-13

Transmit UPC-A Number System

Do Not Transmit UPC-A Number System

Transmit UPC-A MFR #

Do Not Transmit UPC-A MFR #

* Transmit UPC-A ITEM #

Do Not Transmit UPC-A ITEM #

* Transmit EAN-8 Check Digit

Do Not Transmit EAN-8 Check Digit

* Transmit EAN-13 Check Digits — The scanner
will transmit EAN-13 Check Digit.
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Enable Auto Detect Mode (AT/PS2) —
I WIMIENIMATIE  Enable Auto Detect Mode (ATIPS2)

Automatically detects caps lock status.

* Disable Auto Detect Mode (AT/PS2
RIMITNINEN ~ Pisabte Auto Detect Mode (TiPS2)
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Enable Caps Lock (XT
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* Disable Caps Lock (XT
I[NNI - Pisable Caps Lock (xT)

Send Numb K d Data — All data i
|3II|I1I end Numbers as Keypad Data ata is

sent as if it has been entered on a keypad.

|I "III "I |I| |I| Ill * Send Numbers as Normal Data
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W0 Enable Reserved Feature
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WM THIN[T0]  * Disable Reserved Feature
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* Use E ded ASCIl To Send E ded K
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PC keyboard keys e.g., F1, F2.
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